XPower Receiver RP4S1

Thank you for purchasing the world’s smallest synthesized receiver!
Please read the manual carefully before using the receiver.

Why Synthesized Receiver?

1. Synthesized receiver gets rid of the inconvenience of using the crystal. Receivers with
crystal still use the technology of 1970’s which have to switch the frequency by changing the
crystal. Users have to bring dozens of crystal to flying field. In addition, every changing of
the crystal may damage the electron devices. While it is only need to push the button, you can
switch to any channel with synthesized receiver.

2. Every transmitter and receiver has production tolerance inevitably. But the production
tolerance of the crystal affects it most. Even the most precise crystal has the tolerance of
1-2KHz, and sometimes it will be 4KHz. This is a big tolerance to a 10KHz narrow receiver.
Synthesized receiver will correct the tolerance because it can automatically follow the
frequency tolerance. It is what will make R/C receiver has the best performance.

With XPower's technology in manufacturing R/C products, RP4514 4CH Single conversion
receiver becomes the smallest in the world. Do not only focus on its small size.

Its high-performance will surprise you.

RP451’s Feature

1. You can switch the frequency freely.

2. It can automatically follow the frequency tolerance which will make it compatible with all
transmitters, including the high-rate transmitter.

3. The ‘one-button’ function makes it convenient to change the frequency.

4. With such a small size, the receive range reaches as far as 1 mile+!

5. The dual ceramic IF filters ensure ultra narrow selectivity, and can reject the adjacent
channel interference effectively.

6. DSP technology can filter the noise intelligently and eliminate glitch effectively.

You can put RP4S1 receiver in any place when you install it on whatever electric puddle-plane,
3D plane, glider or training plane.

And don’t worry the trouble which will be brought by changing CG.

Reliability, high performance and sale price, they are what XPower can provide for you.

Specifications:

Size 1.2"x0.6"x0.3"(32x17x7.6mm)
Weight 5.4g(with shrink wrap)
Sensitivity better than 2.0pV

Selectivity £8kHz at 65dB down
Number of channels 1-4

Filtering Dual turned RF circuitry
Filtering Dual 4 pole ceramic filter
Filtering DSP filtering with mild algorithm
Modulate FM/PPM

Shift polarity Positive or Negative (auto-detect)
Case Shrink wrap

Operating Voltage 4.8V~6.0VDC
Operating Current 11mA



Frequency Set

Fully collapse the transmitter’s antenna and move the transmitter sticks continuously. Ask
someone to watch the servos to see whether the receiver has lost the signal.

If the receiver does not lose the signal until you are at least 90m away from it, it passes the
quick range check.

Quick Range Checking

Fully collapse the transmitter’s antenna and move the transmitter sticks continuously. Ask
someone to watch the servos to see whether the receiver has lost the signal.

If the receiver does not lose the signal until you are at least 90m away from it, it passes the
quick range check.

Rigorous Range Checking

Your local environment can affect the range of the receiver, so quick range checking may not
reflect the actual range correctly. If you suspect range problems, perform a rigorous range
check.

1. Place the receiver on a non-metallic surface (for example, a wooden bench) which is at
least 2 feet (60cm) off the ground.

2. Fully extend the antenna of the receiver and fix it vertically. Don't let it touch the ground.
3. Connect one servo to channel 1.

4. Fully extend the antenna of the transmitter.

5. Turn on the transmitter and then turn on the receiver.

6. Walk away from the receiver while moving the transmitter sticks continuously. Ask someone
watch the servo and note any loss of control.

Use method
1. Normal working state:
Turn on the transmitter and adjust it to PPM mode. When electrify the receiver, the LED will

blink 2 times. Then if it receives correct signal, the LED will be lightening and work normally; if

LED went out, it means the transmitter do not receive correct signal.

Note: 1. This receiver has the feature of memory, please, electrify the receiver again if
change another transmitter.
2. When change crystal of different frequency, please, lock up new transmitting
frequency.

II. Method of searching RP4S1 transmitting frequency:

1. Pull out the aerial of transmitter, then turn on the transmitter and adjust it to PPM mode.

Do not spread the aerial of receiver and keep the transmitter be 1m far away from the

receiver, also to make sure there is no working transmitter within 10m around.

2. Electrify the receiver, after the LED blinks 2 times, if LED keeps be lightening, it proves that
the frequency of receiver and transmitter is coherent. if LED went out, it means there are
different frequencies of receiver and transmitter, or the transmitter does not receive correct
signal. So it needs to set up working frequency of receiver.

3. Press the frequency enactment button of RP4S1, wait for 2 seconds and unlock it, then
repeat the action within 1 second. If the LED blinks, it proves it is searching transmitting
signal. Still wait for 2 to 3 seconds, if finishes setting up, the LED will be lightening; if not,
please, check up the transmitter.

Caution: The range depends on the power of the transmitter, so use a freshly charged
transmitter battery. Range checking must be done in an open field to avoid environmental
interference.

Note that the range in the air will be longer than on the ground.

Connection Diagram
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RECEPTEUR XPower RP451

Pourquoi un récepteur synthése?

1. Les récepteurs a syntheése s’affranchissent de I'utilisation des quartz.

Les récepteurs a quartz utilisent toujours la technologie des années 70 par laquelle il faut
changer de quartz pour changer de fréquence. Lutilisateur doit avoir avec lui plusieurs jeux
de quartz pour ne pas étre géné sur le terrain. En plus de cela, chaque changement de
quartz peut I'endommager.

Alors qu’avec un récepteur a synthése de fréquence, il suffit de pousser sur un bouton pour
changer de fréquence.

2. Chaque émetteur et récepteur posséde inévitablement des tolérances de fabrication. Mais
les tolérances de production des quartz affectent encore plus les performances. Méme le
quartz le plus précis a une tolérance de 1-2KHz et parfois cela peut atteindre 4KHz.

C'est un gros écart pour un récepteur a bande étroite a 10KHz!

Les récepteurs a synthése de fréquence corrigent automatiquement la tolérance parce qu'ils
peuvent suivre automatiquement les tolérances de fréquence.

C'est ce qui fait que le récepteur a de bien meilleures performances.

Grace a la technologie XPower, le RP4S1 simple conversion devient le plus petit récepteur a
synthese de fréquence du monde.

Ne vous focalisez pas uniquement sur sa taille micro, ses hautes performances vont vous
«bluffers!

Les fonctions du RP451:

1. Vous pouvez sélectionner la fréquence librement.

2. Il suit automatiquement la tolérance des fréquences, ce qui le rend compatible avec tous
les émetteurs.

3. Le bouton de fonction unique transforme le changement de fréquence en un jeu d’enfant.
4. Malgre sa taille minuscule, la portée peut atteindre 1,8km*!

5. Le double filtre céramique d’entrée assure une selectivité hyper étroite et peut rejeter
efficacement les interférences des aux canaux adjacents.

6. La technologie DSP peut filtrer le bruit intelligemment et éliminer efficacement les
problemes.

Caractéristiques techniques RP4S1:
Nombre de voies: 4

Modulation: 41MHz FM/PPM

Bande fréquence sélectable: De 41000MHz a 41200MHz
Sensibilité: meilleure que 2,0microV
Sélectivité: +-8KHz a 65dB

Tension d'alimentation: 4,8-6,0V DC
Courant en fonctionnement: 11mA
Portée: 1,8km*

Poids: 5,44

Dimensions: 32x17x7,6mm

Un super produit sans équivalent sur le marché!
*La portée dépend également de la puissance de I'émetteur.

Toujours utiliser un accu émission «fraichement» chargé.
La portée «en I'aim est toujours plus importante que la portée au sol.Xpower



Contrdle de la portée

Controle rapide de la portée

Replier complétement I'antenne de I'émetteur et déplacer en croix, et toujours de la méme
maniere, les manches sans arréter. Vlous pouvez demander a quelqu’un d’observer les servos
(ou les gouvernes de I'avion) connectés au récepteur pour voir s'ils perdent les ordres. S'il

y a perte de portée quand vous étes a au-moins 90m (270’) du récepteur, le test de portée
rapide est concluant.

Controle rigoureux de la portée

Extrémement affecté par I'environnement, I'essai de portée rapide ne refléte pas
correctement la réelle portée du récepteur. Si vous suspectez avoir des problémes de portée,
merci de procéder a I'essai suivant:

1. Placer le récepteur sur une surface non métallique (par exemple un banc en bois) a
au-moins 60cm au-dessus du sol.
2. Déplier complétement 'antenne de réception et la fixer verticalement. Ne pas la

laisser toucher le sol.
Connecter un servo sur la voie 1.
Déplier complétement 'antenne de I'émetteur.
Mettre I'émetteur en marche puis, allumer le récepteur.
S'éloigner du récepteur en marchant et déplacer en croix, et toujours de la méme
maniere, les manches sans arréter. Demander a quelqu’un d’observer le servo
connecté au récepteur pour voir s'il perd les ordres.
Utilisation
| Utilisation normale:
Allumer I'émetteur et le régler sur le mode PPM. Quand vous branchez le récepteur, la LED
clignote 2 fois. Puis, s'il recoit le signal correctement, la LED va s‘allumer et il fonctionnera
normalement; si la LED s'éteint, cela signifie que I'émetteur ne recoit pas le signal
correctement.
Note: 1. Ce récepteur posséde une mémoire intégrée, merci de |‘éteindre puis de le rallumer
si vous changez d'émetteur.
2. Quand vous changez de fréquence, merci de verrouiller la nouvelle fréquence
d‘émission.
II. Méthode de recherche de la fréquence d‘émission par le RP4S51:
1. Déplier I'antenne d‘émission, puis allumer I'émetteur et le régler sur le mode PPM. Ne pas
étendre I'antenne de réception et garder |'‘émetteur a 1m du récepteur, et s'assurer aussi
qu'il n'y a pas d‘émetteurs travaillant dans un rayon d‘au moins 10m.
2. Allumer le récepteur, la LED clignote 2 fois, si la LED continue a clignoter, cela signifie que

o Ul AW

la fréquence du récepteur et de I'‘émetteur sont cohérentes. Si la LED s'éteint, cela veut dire
que les fréquences sont différentes sur le récepteur et I'‘émetteur ou que I'émetteur recoit un
signal incorrect. Il faut, dans ce cas, régler la fréquence de travail du récepteur.

3. Presser sur la touche SCAN du RP4S1, attendre 2 secondes, relacher, puis répéter cette
action avant 1 seconde. Si la LED clignote, cela signifie que le Rx recherche le signal de
I'‘émetteur. Attendre encore 2 a 3 secondes, si le processus est terminé, la LED va s'allumer;
si ce n‘est pas le cas, merci de contréler |'émetteur.

Attention: La portée est subordonnée a la puissance du signal émis par I'émetteur; merci
d'utiliser un pack d'accu neuf. La portée peut étre affecté par I'environnement, aussi les
essais de portée doivent étre menés sur un terrain plat. La portée en I'air est supérieure a
celle constatée au sol, aussi nous suggérons que vous reteniez la valeur la plus défavorable
(au sol) pour valider la distance de portée.

Schéma du récepteur
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